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BASIS OF BEARINGS
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LEGALDESCRIPTION

RESTRICTIONS

NOTES

VERTICAL DATUM

ORIGINATING BENCHMARK
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LEGEND

EXISTING TREE TO BE REMOVED

EXISTING TREE TO BE RETAINED

OFFSITE TREE

OFFSITE TREE (TYP.)

EXISTING TREE TO BE RETAINED (TYP.)

UNVIABLE TREE TO BE REMOVED (TYP.)

5'

TREE DRIPLINE

EXISTING TREE

CONTINUOUS CHAINLINK
FENCING

POSTS AT MAX. 8' O.C.

NOTE:
1. MINIMUM FIVE (5) FOOT HIGH TEMPORARY CHAINLINK FENCE SHALL BE PLACED AT THE  TREE DRIPLINE OR
DESIGNATED LIMIT OF DISTURBANCE OF THE TREE TO BE SAVED. FENCE SHALL COMPLETELY ENCIRCLE TREE(S). INSTALL
FENCE POSTS USING PIER BLOCK ONLY. MODIFICATIONS TO FENCING MATERIAL AND LOCATION MUST BE APPROVED BY
PLANNING OFFICIAL.

2. TREATMENT OF EXPOSED ROOTS DURING CONSTRUCTION: FOR ROOTS OVER ONE (1) INCH DIAMETER DAMAGED
DURING CONSTRUCTION, MAKE A CLEAN STRAIGHT CUT TO REMOVE THE DAMAGED PORTION OF ROOT. ALL EXPOSED
ROOTS SHALL BE TEMPORARILY COVERED WITH DAMP BURLAP TO PREVENT DRYING, AND COVERED WITH SOIL AS SOON
AS POSSIBLE.

3. NO STOCKPILING OF MATERIALS, VEHICULAR TRAFFIC, OR STORAGE OF EQUIPMENT OR MACHINERY SHALL BE
ALLOWED WITHIN THE LIMIT OF THE FENCING. FENCING SHALL NOT BE MOVED OR REMOVED UNLESS APPROVED BY THE
CITY PLANNING OFFICIAL. WORK WITHIN THE PROTECTION FENCE SHALL BE DONE MANUALLY UNDER THE SUPERVISION
OF AN ON-SITE ARBORIST AND WITH PRIOR APPROVAL BY THE CITY PLANNING OFFICIAL.

DETAIL - TREE PROTECTION FENCING
NOT TO SCALE

UNVIABLE TREE TO BE REMOVED

EXISTING TREE IN CRITICAL

AREA TO BE RETAINED

EXISTING TREE TO BE REMOVED (TYP.)

EXISTING TREE IN CRITICAL
AREA TO BE RETAINED (TYP.)

WETLAND 50'
BUFFER (TYP.)

WETLAND (TYP.)

TREE DENSITY NOTES

TREE RETENTION SUMMARY

TOTAL EXISTING CALIPER INCHES (DBH)= 2,574"

TREE INCHES PROPOSED FOR REMOVAL 2,150"

TREE INCHES PROPOSED TO REMAIN 424"  (16%)

ONSITE DEVELOPABLE AREA:

MINIMUM REQUIRED TREE DENSITY:
(2 TREES PER 5,000 SF)

PROVIDED TREE DENSITY:

REQUIRED REPLACEMENT TREES FOR DENSITY REQUIREMENTS:

*NOTE* SEE PLANT SCHEDULE AND LANDSCAPE PLAN FOR SPECIES,
  SIZES AND LOCATIONS

32,871 SF / 1.43 AC

13 TREES

13 TREES

0

TOTAL EXISTING TREES IN DEVELOPABLE AREA = 117

TREES TREES PROPOSED FOR REMOVAL 93

TOTAL TREES PROPOSED TO REMAIN 24 (21%)

TREE PROTECTION FENCE

(SEE DETAIL HERON)

TREE PROTECTION FENCING (TYP.)
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TREES TO BE REMOVED TREES TO BE RETAINED

1. FOR TREE INVENTORY AND DATA SHEETS, REFER TO "ARBORIST REPORT" BY

LONNSON ARBOR CARE.

2. DEAD, UNHEALTHY, AND INSIGNIFICANT TREES ARE EXEMPT FROM COUNTS.

NOTES
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TREE TO REMAIN (TYP.)

TREE TO REMAIN IN
CRITICAL AREA  (TYP.)

WETLAND BUFFER
(TYP.)

LAWN (TYP.)

WETLAND (TYP.)

STREAM (TYP.)

SEE L2.02

PROPERTY BOUNDARY  (TYP.)

OFFSITE TREE (TYP.)
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TREE TO REMAIN (TYP.)

TREE TO REMAIN IN
CRITICAL AREA  (TYP.)

WETLAND BUFFER
(TYP.)

STREET TREE (TYP.)

LAWN (TYP.)PICNIC TABLE (TYP.)

GENERAL LANDSCAPE (TYP.)

NATIVE GROUNDCOVERS
AND SHRUBS (TYP.)

GROUNDCOVERS AND
LOW SHRUBS (TYP.)

TYPE II PARKING SCREEN (TYP.)

DECIDUOUS TREE
(TYP.)

ROUGH GRASS AND
EROSION MIX (TYP.)

WETLAND (TYP.)
STREAM (TYP.)

PROPERTY BOUNDARY  (TYP.)

OFFSITE TREE  (TYP.)



BOTANICAL NAME COMMON NAME

CALAMAGROSTIS X ACUTIFLORA `KARL FOERSTER` FEATHER REED GRASS 3 GAL./36" HT. MIN.

CARYOPTERIS X CLANDONENSIS BLUEBEARD 2 GAL/18" HT. MIN.

CORNUS STOLONIFERA `KELSEYI` KELSEY DOGWOOD

ERIOPHYLLUM LANATUM OREGON SUNSHINE

FORSYTHIA X INTERMEDIA `FIESTA` FIESTA FORSYTHIA 5 GAL./30" HT. MIN.

HAKONECHLOA MACRA `BENI-KAZE` GREEN FOREST GRASS

HYDRANGEA MACROPHYLLA `ALL SUMMER BEAUTY` ALL SUMMER BEAUTY BIGLEAF HYDRANGEA 5 GAL/36" HT. MIN.

LAVANDULA ANGUSTIFOLIA `HIDCOTE` HIDCOTE LAVENDER 2 GAL/15" HT. MIN.

LEUCOTHOE FONTANESIANA `RAINBOW` RAINBOW LEUCOTHOE

MUHLENBERGIA CAPILLARIS `LENCA` REGAL MIST PINK MUHLY

PENNISETUM ALOPECUROIDES `LITTLE BUNNY` LITTLE BUNNY FOUNTAIN GRASS

PENNISETUM SETACEUM `RUBRUM` PURPLE FOUNTAIN GRASS

PIERIS JAPONICA `CAVATINE` LILY OF THE VALLEY BUSH 3 GAL./24" HT. MIN.

PRUNUS LAUROCERASUS `OTTO LUYKEN` LUYKENS LAUREL 3 GAL./24" HT. MIN.

RHODODENDRON X HOTEI HOTEI RHODODENDRON 5 GAL./30" HT. MIN.

RIBES SANGUINEUM `KING EDWARD VII` RED FLOWERING CURRANT 3 GAL./24" HT. MIN.

TRACT D

9 11

TRACT I

TRACT F

10

3,282 SF

TREES QTY BOTANICAL NAME

3 FAGUS SYLVATICA `DAWYCK PURPLE`

7 FRAXINUS OXYCARPA `RAYWOOD` TM
STREET TREE

5 PRUNUS SERRULATA `AMANOGAWA`

9 QUERCUS ROBUR `FASTIGIATA`
STREET TREE

318 SF

903 SF

708 SF

COMMON NAME SIZE

EUROPEAN BEECH 2" CAL. MIN.

RAYWOOD ASH 2" CAL. MIN.

JAPANESE FLOWERING CHERRY 2" CAL. MIN.

PYRAMIDAL ENGLISH OAK 2" CAL. MIN.

810 SF ROUGH GRASS/EROSION MIX

3,786 SF

BOTANICAL NAME COMMON NAME

CORNUS SERICEA RED TWIG DOGWOOD 3 GAL./24" HT. MIN.

GAULTHERIA SHALLON SALAL

MAHONIA NERVOSA OREGON GRAPE 3 GAL./24" HT. MIN.

MYRICA CALIFORNICA PACIFIC WAX MYRTLE 3 GAL./36" HT. MIN.

PHILADELPHUS LEWISII WILD MOCKORANGE 3 GAL./36" HT. MIN.

POLYSTICHUM MUNITUM WESTERN SWORD FERN

ROSA NUTKANA NOOTKA ROSE 3 GAL./24" HT. MIN.

SPIRAEA DOUGLASII WESTERN SPIREA 5 GAL./24" HT. MIN.

SYMPHORICARPOS ALBUS COMMON WHITE SNOWBERRY 3 GAL./24" HT. MIN.

VACCINIUM OVATUM EVERGREEN HUCKLEBERRY 3 GAL./36" HT. MIN.

BOTANICAL NAME COMMON NAME

ABELIA GRANDIFLORA`KALEIDOSCOPE` KALEIDOSCOPE ABELIA 2 GAL/18" HT. MIN.

ARCTOSTAPHYLOS UVA-URSI KINNIKINNICK

BERBERIS THUNBERGII `CRIRUZAM` CRIMSON RUBY JAPANESE BARBERRY

CALLUNA VULGARIS HEATHER 2 GAL/15" HT. MIN.

COTONEASTER DAMMERI `LOWFAST` LOWFAST BEARBERRY COTONEASTER

HELICTOTRICHON SEMPERVIRENS BLUE OAT GRASS

SPIRAEA BETULIFOLIA BIRCH LEAF SPIREA 2 GAL/18" HT. MIN.

BOTANICAL NAME COMMON NAME

BUXUS SEMPERVIRENS `SUFFRUTICOSA` TRUE DWARF BOXWOOD 5 GAL/36" HT. MIN.

ILEX CRENATA `GREEN ISLAND` GREEN ISLAND JAPANESE HOLLY

LONICERA NITIDA BOX LEAF HONEYSUCKLE 2 GAL/15" HT. MIN.

NANDINA DOMESTICA `FIREPOWER` HEAVENLY BAMBOO

OSMANTHUS HETEROPHYLLUS `GOSHIKI` GOSHIKI HOLLY OLIVE 5 GAL/36" HT. MIN.

SARCOCOCCA RUSCIFOLIA FRAGRANT SARCOCOCCA 3 GAL./24" HT. MIN.

VIBURNUM DAVIDII DAVID VIBURNUM 5 GAL./30" HT. MIN.
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GENERAL LANDSCAPE

 NATIVE GROUNDCOVER & SHRUBS
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L2.03

 GROUNDCOVER & LOW SHRUBS

  TYPE II PARKING SCREEN

LANDSCAPE PLANTING SCHEDULE

SE
E 

L2
.0

2

ROUGH GRASS / EROSION MIX

LAWN

OFFSITE TREE (TYP.)

TREE TO REMAIN IN
CRITICAL AREA  (TYP.)

WETLAND BUFFER
(TYP.)

STREET TREE (TYP.)

LAWN (TYP.)

GENERAL
LANDSCAPE (TYP.)

NATIVE GROUNDCOVERS
AND SHRUBS (TYP.)

GROUNDCOVERS AND
LOW SHRUBS (TYP.)

TYPE II PARKING SCREEN (TYP.)

ROUGH GRASS AND
EROSION MIX (TYP.)

WETLAND (TYP.)

PROPERTY BOUNDARY  (TYP.)

STREAM  (TYP.)

TREE TO REMAIN (TYP.)



3'

1 

1

2

  X

ROOTBALL

DIMENSION

1'

DETAIL:  PLANTING DECIDUOUS TREE

STAKES SHALL

EXTEND A MIN. OF 12"

INTO UNDISTURBED

SOIL

2 x ROOTBALL DIA.

RUBBER HOSE AT TREE; HOSE

SHALL BE LONG ENOUGH TO

ACCOMMODATE 1 YEAR'S

GROWTH AND BUFFER ALL

BRANCHES FROM THE WIRE

3 HARDWOOD STAKES OR OTHER

APPROVED MATERIAL; ALL

STAKES TO BE DRIVEN OUTSIDE

THE ROOTBALLL, AT 120° SPACING

GALVANIZED WIRED OR CABLE;

TWIST WIRE TO TIGHTEN ONLY

ENOUGH TO KEEP FROM SLIPPING

(ALLOW FOR SOME TRUNK

MOVEMENT)

STAKING NOTES:

PLANT TREE SO THAT THE TRUNK

CROWN IS VISIBLE AT THE TOP OF

THE ROOTBALL; SET TOP OF

ROOTBALL FLUSH TO GRADE; DO

NOT COVER THE TOP OF THE

ROOTBALL WITH SOIL

MIN. 2" MULCH; DO NOT PLACE IN

CONTACT WITH TRUNK

4" HIGH EARTH SAUCER AROUND

EDGE OF PLANTING PIT

FINISH GRADE

ROUGHEN EDGES OF PIT

REMOVE ALL TWINE, WIRE

AND BURLAP FROM TOP

HALF OF ROOTBALL; NON

BIODEGRADABLE MATERIAL

SHALL BE REMOVED

COMPLETELY

TAMP TOPSOIL BACKFILL

AROUND ROOTBALL BASE

FIRMLY WITH FOOT

PRESSURE TO AVOID SHIFT

OF ROOTBALL

PLACE ROOTBALL ON

UNEXCAVATED/UNDISTRUBED

NATIVE SOIL PEDESTAL TO

PREVENT SETTLING

NOT TO SCALE

GROUNDCOVER

2" LAYER OF MULCH; TAPER TO

CROWN

FINISHED GRADE

ROOTBALL

TOPSOIL BACKFILL & FERTILIZER

CUT NEW ROOT MASS TO

STIMULATE NEW ROOT GROWTH

UNDISTURBED NATIVE SOIL

2 X ROOTBALL DIA.

1 

1

2

  X

ROOTBALL

DIA.

DETAIL:  PLANTING GROUNDCOVER

EQUAL

EQUAL

EQUAL

PLANT

SPACING PER

PLANT TYPE;

SEE

SCHEDULE

NOTE:

TO AVOID LANDSCAPE INTRUSION INTO

PATHS, THE FOLLOWING PLANTING SPACING

OFF-SETS FROM EDGE OF ALL PATHS, DRIVES,

ACCESS ROUTES, ETC. SHALL BE MET:

GROUND COVER: 18"

SMALL SHRUBS (UNDER 3' TALL): 30"

MEDIUM SHRUBS (FROM 3' TALL TO 6'): 42"

LARGE SHRUBS (OVER 6' TALL): 48"

DETAIL:  PLANTING GROUNDCOVER SPACING
NOT TO SCALE NOT TO SCALE

PLANT

SET CROWN OF PLANT AT

FINISHED GRADE

2" LAYER MULCH;

TAPER TO CROWN

SAUCER 2" HIGH

FINISHED GRADE

ROOTBALL

TOPSOIL BACKFILL &

FERTILIZER

ROUGHEN ALL SURFACES

OF PIT

CUT NEW ROOT MASS TO

STIMULATE NEW ROOT GROWTH

UNDISTURBED NATIVE SOIL

2 X ROOTBALL DIA.

1 

1

2

 X

ROOTBALL

DIA.

DETAIL:  PLANTING SHRUB
NOT TO SCALE

DETAIL:  ROOT BARRIER
NOT TO SCALE

NOTE:

1. INSTALL PRODUCT PER MANUFACTURER'S SPECIFICATIONS.

2. INSTALL PRODUCT A MINIMUM OF 3' BEYOND CENTER OF TREE IN EACH

DIRECTION PARALLEL TO UTILITY LINE.

3. ALL TREES LOCATED WITHIN CLOSE PROXIMITY TO UTILITIES TO RECEIVE

ROOT BARRIER.

INSTALL ROOT BARRIER ON
ONE OR BOTH SIDES AS

NECESSARY

2'
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L2.31

1.) THE LANDSCAPE CONTRACTOR MUST BE LICENSED AND OR BONDED. CONTRACTOR MUST BE EXPERIENCED IN LANDSCAPE WORK OF THE BEST TRADE PRACTICES AND HAVE THE NECESSARY EQUIPMENT AND PERSONNEL TO

PERFORM WORK.

2.) THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR FAMILIARIZING HER/HIMSELF WITH THE SITE AND ALL OTHER SITE IMPROVEMENTS PRIOR TO THE START OF LANDSCAPE WORK.

3.) THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR THE PROTECTION OF ALL UTILITIES AND USE CAUTION WHILE EXCAVATING IN ORDER TO AVOID DISTURBING ANY EXISTING UTILITIES.  THE LANDSCAPE CONTRACTOR

WILL PROMPTLY NOTIFY THE GENERAL CONTRACTOR AND OWNER OF ANY CONFLICTS.  IN THE EVENT OBSTRUCTIONS ARE ENCOUNTERED DURING PLANTING ACTIVITIES, ALTERNATIVE LOCATIONS MAY BE SELECTED BY THE OWNER'S

REPRESENTATIVE.

4.) THE LANDSCAPE CONTRACTOR SHALL COORDINATE ALL WORK RELATED TO OTHER TRADES AS REQUIRED.

5.) THE LANDSCAPE CONTRACTOR SHALL PROVIDE ALL PLANTS OF THE CORRECT SIZE, SPECIES VARIETY, QUANTITY AND QUALITY AS SPECIFIED ON PLANT SCHEDULE AND SYMBOLS ON LANDSCAPE PLAN.  IF UNAVAILABLE, THE

LANDSCAPE CONTRACTOR SHALL NOTIFY THE OWNER'S REPRESENTATIVE IMMEDIATELY AND PROVIDE THE NAMES AND TELEPHONE NUMBERS OF THREE NURSERY SUPPLIERS OR PLANT BROKERS THAT HAVE BEEN CONTACTED.

SUBSTITUTIONS SHALL ONLY BE MADE UPON THE APPROVAL OF THE OWNER'S REPRESENTATIVE OR LANDSCAPE ARCHITECT.

6.) ALL PLANT MATERIAL SHALL BE INSPECTED AND APPROVED BY THE OWNER'S REPRESENTATIVE PRIOR TO PLANTING. ALL PLANT MATERIAL SHALL CONFORM TO THE LATEST EDITION OF AMERICAN STANDARD FOR NURSERY STOCK

PUBLISHED BY THE AMERICAN NURSERY AND LANDSCAPE ASSOCIATION (ANSI Z60.1).

7.) THE LANDSCAPE CONTRACTOR SHALL DELIVER, MAINTAIN AND WATER PLANT MATERIAL UNTIL OWNERS FINAL ACCEPTANCE IS RECEIVED.

8.) THE LANDSCAPE CONTRACTOR SHALL TAKE ALL NECESSARY PRECAUTIONS TO PROTECT ALL PROPERTY, INCLUDING PAVEMENT, WALKWAYS, CURBS, FENCING, STRUCTURES, ETC.. DURING CONSTRUCTION.

9.) THE LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR KEEPING INFORMED OF ALL EXISTING CODES, LAWS AND ORDINANCES RELATING TO THE WORK REQUIRED ON SITE, AND SHALL COMPLY ACCORDINGLY.

10.) THE LANDSCAPE CONTRACTOR SHALL COORDINATE WITH THE GENERAL CONTRACTOR TO ASSURE PROPER SUBGRADES ARE MET, WHICH SHALL BE 9" IN LAWN AREAS AND 11" ALL PLANTING BEDS (SEE SOIL AMENDMENT NOTES

SECTION BELOW).

11.) THE LANDSCAPE CONTRACTOR SHALL SUBMIT THREE REPRESENTATIVE SOIL SAMPLES TO THE OWNER'S REPRESENTATIVE FOR TESTING BY AN APPROVED SOIL TESTING LABORATORY.  AMENDMENTS SHALL BE ADDED TO THE

SOIL MIX AS RECOMMENDED BY SOIL TESTING LAB.

12.) THE LANDSCAPE CONTRACTOR SHALL RAKE PREPARED AREAS AND REMOVE ANY ROCK OR DEBRIS OVER 1". ALL LAWN AREAS SHALL BE ROLLED TO PROVIDE A FIRM, SMOOTH SURFACE FREE OF DIVOTS OR MOUNDS.

13.) THE LANDSCAPE CONTRACTOR SHALL SET FINISHED AMENDED SOIL DEPTH BELOW EDGE OF HARDSCAPE ELEMENTS PRIOR TO MULCH AND/OR SOD INSTALLATION. GRADES SHALL BE SET 3" BELOW ADJACENT HARDSCAPE

SURFACES FOR PLANTING BEDS AND 1" BELOW FOR LAWN AREAS.

14.) THE LANDSCAPE CONTRACTOR SHALL PROVIDE A 2" DEEP LAYER OF MULCH IN ALL PLANTING BEDS.

15.) MULCH SHALL BE 100% NATURAL FIR OR HEMLOCK, FINE GROUND, OF UNIFORM COLOR, FREE FROM DYES, WEED SEEDS, SAWDUST & SCRAP LUMBER FIBER, TRASH, INORGANIC MATERIAL OR ANY OTHER COMPOUND

DETRIMENTAL TO PLANT GROWTH.

16.) FERTILIZER SHALL BE A COMPLETE, BALANCED COMMERCIAL BRAND WITH COMPLETE CHEMICAL ANALYSIS SHOWN ON AN UNOPENED CONTAINER WHEN DELIVERED.  FERTILIZER SHALL BE APPLIED AT RATES CONSISTENT WITH

THE MANUFACTURER'S RECOMMENDATIONS AND SOIL TESTING LAB'S RECOMMENDATIONS.

17.) WORK AREAS TO BE KEPT NEAT AND ORDERLY AND FREE OF DEBRIS AND RUBBISH AT ALL TIMES DURING PROGRESS OF WORK.  RAKE BEDS NEATLY TO AN EVEN FINE GRADE AROUND ALL PLANTS.  ALL PAVED AREAS ARE TO BE

CLEANED BY BROOM AND/OR WASHED AFTER EACH DAY'S WORK OR MORE FREQUENTLY AS REQUIRED. ALL PLANTING AREAS AND ADJACENT PAVED AREAS SHALL BE LEFT IN A NEAT AND CLEAN CONDITION UPON COMPLETION OF

JOB.

18.) IF A DISCREPANCY EXISTS BETWEEN THE PLANT QUANTITIES ON THE PLANT SCHEDULE AND THOSE SHOWN ON THE PLAN THE QUANTITIES ON THE PLAN SHALL GOVERN.

19.) PROPOSALS FOR PLANT SUBSTITUTIONS, LOCATION ADJUSTMENTS, SOIL AMENDMENTS OR ANY VARIATIONS FROM THE APPROVED PLANS SHALL REQUIRE PRIOR APPROVAL BY THE RESPONSIBLE OFFICIAL.

20.) DRAINAGE: CONTRACTOR SHALL NOTIFY THE OWNER OF ANY LOW POINTS OR FORESEEN POOR DRAINING AREAS EXISTING ON-SITE AND PROVIDE CORRECTIVE DRAINAGE PLANS PRIOR TO COMMENCING LANDSCAPE WORK.  THE

CONTRACTOR IS RESPONSIBLE FOR PROVIDING POSITIVE DRAINAGE IN ALL FINISHED LANDSCAPE AREAS THAT ARE PART OF THIS SCOPE OF WORK.  ALL POSITIVE DRAINAGE FROM LANDSCAPE AREAS SHALL BE DISCHARGED

APPROPRIATELY AND SHALL NOT CREATE DRAINAGE PROBLEMS OFF-SITE OR IN OTHER AREAS OF THE PROJECT.  FINISHED LANDSCAPE AREAS WITH PONDING WATER OR OTHER POOR DRAINAGE CONDITIONS SHALL BE CORRECTED

AT THE CONTRACTOR'S EXPENSE.

21.) LAWNS SHALL BE HYDROSEEDED WITH "SIGNATURE" AS SUPPLIED BY JB INSTANT LAWN OR APPROVED EQUAL. THE SEEDED AREA MUST BE PROTECTED BY A BARRIER WITH SIGNS THAT READ "KEEP OFF NEWLY SEEDED LAWN

AREA".

22.) OWNER SHALL APPROVE PLANT MATERIAL & PLANTING BED LOCATION PRIOR TO INSTALLATION. ALLOW 24 HOURS MINIMUM NOTIFICATION FOR INSPECTION REQUEST.  PLANT MATERIAL THAT HAS BEEN APPROVED FOR

INSTALLATION SHALL BE PLANTED WITHIN 24 HOURS.  INSTALLATION SHALL NOT BE CONDUCTED UNDER ADVERSE WEATHER CONDITIONS WITHOUT PRIOR APPROVAL OF THE RESPONSIBLE OFFICIAL.  PLANT MATERIAL THAT CANNOT

BE PLANTED WITHIN ONE DAY FOLLOWING ARRIVAL SHALL BE HEELED-IN, KEPT MOIST AND PROTECTED AT ALL TIMES FROM EXTREME WEATHER CONDITIONS.  PLANTS SHALL BE STORED AT THE SOLE RESPONSIBILITY OF THE

CONTRACTOR.

23.) TREE PITS SHALL BE A MINIMUM OF TWO TIMES (2x) THE DIAMETER OF THE TREE'S ROOT MASS.  ADDITIONAL AERATION MAY BE REQUIRED AS DIRECTED BY THE RESPONSIBLE OFFICIAL.  ADD WATER TUBES TO THE TREE

PLANTINGS IN PAVED AREAS.

24.) STREET TREES SHALL BE SYMMETRICAL AND UNIFORM IN APPEARANCE, SIZE AND STRUCTURE.

25.) STREET TREE AND SHRUB INSTALLATIONS SHALL CONFORM TO THE FOLLOWING GENERAL GUIDELINES:

A.) TREES SHALL NOT BE PLANTED IN LOCATIONS THAT COULD LEAD TO ROOTS DAMAGING SIDEWALKS OR CURBING, OR IN ANY OTHER LOCATION THAT MAY CAUSE A SAFETY CONCERN.

26.) PLANT MATERIALS SHALL BE GUARANTEED FOR A PERIOD OF TWO YEARS.  PLANT MATERIAL THAT HAS LOST MORE THAN 30 PERCENT OF ITS NORMAL FOLIAGE SHALL BE REPLACED AT CONTRACTOR'S EXPENSE AS DIRECTED BY

THE RESPONSIBLE OFFICIAL.

27.) PROPOSED GRADING, SITE DEVELOPMENT, AND FENCING MAY BE LIMITED ON LOTS ABUTTING TRACT F IN ORDER TO PROTECT RETAINED TREES WHOSE CANOPIES EXTEND OVER INDIVIDUAL LOTS. ONLY HAND TOOLS WILL BE

USED IN THE OUTER THIRD OF CANOPIES IF WORK IS REQUIRED.

GENERAL LANDSCAPE NOTES
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